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RallyGuard Installation Manual  
Introduction 

Safety on the special stages is the foundation of professional motorsport. The RallyGuard 
device fitted in your vehicle is an advanced satellite and GPS communication tool that forms a 
direct link between the crew and Race Control (CKR). 

 

REMEMBER: the RallyGuard device operates in real time.   
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Mounting Kit 
The RallyGuard kit consists of:  

• A power cable – 1 m long, 
• A 2-in-1 antenna (GPS and GPRS) – 3 m long, 
• A RAM mounting bracket, bolted to the safety cage. 
• An adjustable RAM bracket (RAM-B-201U-C)  
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Power Supply  
The RallyGuard system requires a stable direct-current (DC) supply – 12 V. 

 

FUSE PROTECTION: it is recommended to fit a blade (plug-in) fuse rated at a maximum of 5A 
(or a similar high-quality fuse of the same class) at the end of the power cable, directly at the 
battery. 

• GROUND (NEGATIVE): the zero point (ground / battery negative) may be taken from 
any suitable grounding point on the bodywork, provided that the master cut-off switch 
(kill switch) does not disconnect the negative terminal (ground) of the battery. 

• POWER (POSITIVE): connection to the master cut-off switch is recommended (and 
permitted) 

• BACKUP POWER: the device has an internal battery that is constantly recharged from 
the car’s electrical system. It serves as a backup power source in emergency situations 
(e.g. if the battery is destroyed or the wiring is severed during an accident). 

 

 

NOTE: the device should be connected to power only after it has been finally mounted in its 
target bracket inside the vehicle. This is essential for the correct calibration of the built-in 

accelerometers (G-force sensors). 
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Wiring Diagram 
Depending on the mounting kit you receive, the device must be connected according to the 
appropriate diagram. 

Diagram 1: 
Wiring according to Diagram 1 — see the figure below. 
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Diagram 2: 
Wiring according to Diagram 2 — see the figure below. 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

  

7 of 10 
 

Device Dimensions 
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Mounting RallyGuard 
The recommended way to mount the monitoring system unit is to use a RAM mount with a flat 
base measuring 50 mm x 75 mm with a ball joint, bolted to the centre tunnel with four screws. 

In the recommended locations below: 

• ON THE TUNNEL: the device should be in a central, safe position on the centre tunnel, 
in front of the seats.  

• ON THE SAFETY CAGE: the device may also be mounted on the passenger side, on 
the lower part of the cage tube. The device must be positioned so that the screen faces 
directly towards the driver / crew. 

when choosing the mounting location, take particular care that it does not interfere with the 
existing electrical wiring or with the components of the fire-extinguishing system installed in 
the vehicle. 
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Example installations: 
  



 

 

  

10 of 10 
 

Antenna Installation 
The antenna is mounted in the central part of the vehicle ROOF, through a hole with a diameter 
of 12 mm. The location is behind the main hoop of the safety cage (roll bar), which allows the 
cabling to be routed through the roof and then along the cage tubes to the device mounting 
point. The antenna is fully waterproof and has a seal that sits directly against the roof surface. 

ALTERNATIVE MOUNTING (MAGNET): an antenna with a 
magnetic base may be used. In that case, the competitor is 
required to additionally secure it with strong tape (e.g. power tape) 
to prevent the antenna from being torn off by the airflow. 

POSITIONING: if mounting directly on the roof is not possible, the 
antenna should be placed in another position on the outside of the 
vehicle, ensuring a stable fixing and an unobstructed signal 
reception. 

• Location: the roof (centre line, behind the main cage 
hoop). 

• Mounting hole: 12 mm. 
• Cable routing: inside the vehicle, along the cage tubes. 
• Sealing: full protection against moisture at the contact with the roof 
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